Operating System

Mobile Computing Platform

VGA Controller

Display

Storage & Memory
Keyboard

Pointing Device

Expansion Slot

ONE BRAN
MULTIPLE CHOICES

Multimedia Bay

1/O Interface

Communication Interface

Security Feature

Dimension (W x D x H) & Weight

Rugged Feature

V110

Windows 7 Professional
Windows 8 Professional

Intel® Core™ i7/i7 vPro™ Technology

- Intel® Core™ i7-5500U/optional i7-5600U vPro™
Processor 2.4GHz/ 2.6GHz

Max. 3GHz/3.2GHz with Intel® Turbo Boost Technology

- 4MB L3 Intel® Smart Cache

Intel® Core™ i5/i5 vPro™ Technology

- Intel® Core™ i5-5200U/optional i5-5300U vPro™
Processor 2.2GHz/ 2.3GHz

Max. 2.7GHz/2.9GHz with Intel® Turbo Boost Technology
- 3MB L3 Intel® Smart Cache

Intel® HD Graphics 5500

11.6" TFT LCD HD (1366 x 768)

800 nits LumiBond® display with Getac sunlight readable
technology

Capacitive multi-touch screen

4GB DDR3L expandable to 16GB
SSD 128GB / 256GB

LED backlit membrane keyboard

Touchscreen

- Capacitive multi-touch screen

- Optional dual mode touchscreen (multi-touch and
digitizer)
Touchpad

- Glide touchpad with multi-touch

ExpressCard/54 x 1
Smart card reader x 1

HD webcam x 1

Serial port (9-pin; D-sub) x 1

Headphone out / mic-in Combo x 1
DCinJackx 1

USB 3.0 (9-pin) x 2

USB 2.0 (4-pin) x1

LAN (RJ45) x 1

HDMIx 1

Docking connector (24-pin) x 1

Optional 8M pixels auto focus rear camera x1
Optional RF antenna pass-through for GPS, WLAN and
WLAN

10/100/1000 base-T Ethernet

Intel® Dual Band Wireless-AC 7265; 802.11ac
Bluetooth (v4.0 class 1) '

Optional dedicated GPS

Optional Gobi™ mobile broadband

Optional Intel® vPro™ Technology

TPM 1.2

Optional RFID and contactless smart card reader
Optional fingerprint scanner

Kensington lock

AC Adapter (65W, 100-240VAC, 50/60 Hz)

Li-lon smart battery (11.1V, 2100mAh) x 2 (up to 13 hours of
battery life)"'

LifeSupport™ battery swappable technology

299223 x34mm (11.77" x8.78" x 1.34"),
1.98Kg (4361bs) VI!

MIL-STD-810G certified and IP65 certified
MIL-STD-461F certified '*
Optional ANSI/ISA 12.12.01
Vibration & drop resistant
e4 Mark certified for vehicle usage
Temperature*:
- Operating: -21°C to 60°C / -5.8°F to 140°F
- Storage: -40°C to 71°C/ -40°F to 160°F
Humidity:
-95% RH, non-condensing

i Share memory size may vary by different operating system and RAM size.

i 2nd multimedia HDD is required for RAID 0, RAID 1 configuration.

iii  Software, hardware and accessories may vary depending on configuration.
\Bluetooth performance and connectable distance may be subject to interference with the environments and
performance on client devices, users may be able to reduce effects of interference by minimizing the number of

active Bluetooth wireless devices that is operating in the area.

B300

Windows 8 Professional
Windows 7 Professional

Intel® Core™ i7 vPro™ Technology

- Intel® Core™ i7-4600M vPro™ Processor 2.9GHz, Max
3.6GHz, with Intel® Turbo Boost Technology

-4MB L3 Intel® Smart Cache

- Mobile Intel® QM87 Express chipset

Intel® Core™ i5 vPro™ Technology

- Intel® Core™ i5-4300M vPro™ Processor 2.6GHz, Max.
3.3GHz with Intel® Turbo Boost Technology

- 3MB L3 Intel® Smart Cache

- Mobile Intel® QM87 Express chipset

Intel® HD Graphics 4600 i

13.3"TFT LCD XGA (1024 x 768)

700 nits display

Optional 1400 nits QuadraClear® sunlight readable display
with touchscreen

4GB DDR3 expandable to 16GB
SATA HDD 500GB
Optional SATA SSD 128GB / 256 GB

LED backlit membrane keyboard
Optional LED backlit rubber keyboard

Touchscreen

- Optional pressure sensitive touchscreen
Touchpad

- Glide touchpad with scroll bar

PCMCIA Type Il x 1 + ExpressCard/54 x 1
SD card reader x 1

DVD super multi drive
Optional 2nd battery
Optional 2nd storage: HDD 500 GB ; SSD 128 / 256 GB

Serial port (9-pin; D-sub) x 2

External VGA (15-pin; D-sub) x 1

Microphone (Mini-jack) x 1

Audio output (Mini-jack) x 1

DCinJackx 1

USB 3.0 (9-pin) x 1

USB 3.0 / eSATA Combo x 2

LAN (RJ45) x 1

HDMI x 1

IEEE 1394ax 1

External GPS antenna port (only with optional GPS) x 1
Docking connector (80-pin) x 1

Optional RF antenna pass-through for GPS and WWAN

10/100/1000 base-T Ethernet

Intel® Dual Band Wireless-AC 7260, 802.11ac
Bluetooth (v4.0 class 1) '

Optional SiRFstarlV™ GPS

Intel® vPro™ Technology

TPM 1.2

Fingerprint scanner

Smart card reader (only with DVD Super Multi Drive )
Kensington lock

AC adapter (90W, 100-240VAC, 50 / 60Hz)

Li-lon smart battery (10.8V, 8700mAh) (up to 15 hours of
battery life)"!

Optional Multimedia Bay 2nd Li-lon smart battery (10.8V,
8700mAh)

303.5x 263 X 60 mm (11.9" x 10.35" x 2.36"),
35kg (7.7 1bs) V!

MIL-STD-810G certified and IP65 certified
MIL-STD-461F certified '*
Optional ANSI/ISA 12.12.01
Full magnesium alloy case
Shock-protected removable HDD
Vibration & drop resistant
Optional salt fog compliance
Optional night vision
Temperature®:
- Operating: -29°C to 60°C/-20°F to 140°F
- Storage: -40°C to 71°C/ -40°F to 160°F
Humidity:
-95% RH, non-condensing

v 13.56MHz Contactless RFID and Smart Card reader (ISO 15693 and 14443 A/B compliant)

S400

Windows 8 Professional
Windows 7 Professional

Intel® Core™i7/i3 Technology

- Intel® Core™ i7-4712MQ/ i3-4110M Processor
2.3GHz/2.6GHz, Max 3.3GHz, with Intel® Turbo Boost Technology
-6MB/3MB L3 Intel® Smart Cache

- Mobile Intel® HM86 Express chipset

Intel® Core™i5/i5 vPro™ Technology

- Intel® Core i5-4210M/i5-4310M vPro™ Processor
2.6GHz/2.7GHz, Max. 3.2GHz/3.4GHz with Intel® Turbo
Boost Technology

- 3MB L3 Intel® Smart Cache

- Mobile Intel® HM86/QM87 Express chipset

Intel® HD Graphics 4600 i

14" TFT LCD HD (1366 x 768)
Optional 800 nits QuadraClear® sunlight readable display
with multi-touch screen

4GB DDR3L expandable to 16GB
SATA HDD 500GB
Optional SATA SSD 128 / 256GB

Membrane keyboard
Optional LED backlit membrane keyboard

Touchscreen

- Optional pressure sensitive multi-touch screen
Touchpad

- Glide touchpad with scroll bar

ExpressCard/54 x 1
SD card reader x 1

Optional DVD super multi drive

Optional webcam x 1
Serial port (9-pin; D-sub) x 1

Audio output (Mini-jack) x 1
DCinJackx 1

USB 3.0 (9-pin) x 3

USB 2.0 /eSATA Combo x 1
LAN (RJ45) x 1

HDMIx 1

IEEE 1394ax 1

Docking connector (144-pin) x 1

Optional RF antenna pass-through for GPS and WWAN

10/100/1000 base-T Ethernet

Intel® Dual Band Wireless-AC 7260; 802.11ac
Bluetooth (v4.0 class 1)

Optional SiRFstarlV™ GPS

Optional Gobi™ mobile broadband

Optional Intel vPro™ Technology
TPM 1.2

Optional fingerprint scanner
Smart card reader

Kensington lock

AC adapter (90W, 100-240VAC, 50 / 60Hz)
Batteryvi:
- Li-lon smart battery (10.8V, 8700mAh)

348x258x492mm (137"x10.15"x1.93",
29kg 641bs) V!

MIL-STD-810G certified and IP5X certified
Keyboard splash resistant
Sealed ports and connectors
Shock-protected removable HDD
Vibration & drop resistant
Temperature™:
- Operating: -21°C to 60°C / -5.8°F to 140°F
- Storage: -40°C to 71°C / -40°F to 160°F
Humidity:
-95% RH, non-condensing

X500

Windows 8 Professional
Windows 7 Professional

Intel® Core™i7 vPro™ Technology

- Intel® Core™ i7-4600M vPro™ Processor 2.9GHz, Max
3.6GHz, with Intel® Turbo Boost Technology

-4MB L3 Intel® Smart Cache

- Mobile Intel® QM87 Express chipset

Intel® Core™ i5 vPro™ Technology

- Intel® Core™ i5-4300M vPro™ Processor 2.6GHz, Max.
3.3GHz with Intel® Turbo Boost Technology

-3MB L3 Intel® Smart Cache

- Mobile Intel® QM87 Express chipset

Intel® HD Graphics 4600 |
Optional NVIDIA® GeForce® 745M 2GB discrete graphic
controller

15.6" TFT LCD FHD (1920 x 1080)
Optional 800 nits QuadraClear® sunlight readable display
with touchscreen

8GB DDR3 expandable to 16GB
SATA HDD 500GB
Optional SATA SSD 128GB / 512GB

LED backlit membrane keyboard with integrated numeric
keypad
Optional LED backlit rubber keyboard

Touchscreen

- Optional pressure sensitive touchscreen
Touchpad

- Glide touchpad with scroll bar

PCMCIA Type Il x 1
ExpressCard/54 x 1
Smart card reader x 1
SD Card Reader x 1

DVD super multi drive
Optional 2nd battery
Optional 2nd storage: HDD 500GB ; SSD 128 GB /512 GB

Serial port (9-pin; D-sub) x 2
External VGA (15-pin; D-sub) x 1
Microphone (Mini-jack) x 1
Audio output (Mini-jack) x 1
DCinJackx 1

USB 3.0 (9-pin) x 2

USB 2.0 (4-pin) x 1

USB 2.0 / eSATA Combo x 1
LAN (RJ45) x 2

IEEE1394a x 1

HDMIx 1

Docking connector (80-pin) x 1
Optional RF antenna pass-through for GPS, WLAN and
WWAN

10/100/1000 base-T Ethernet

Intel® Dual Band Wireless-AC 7260, 802.11ac
Bluetooth® (v4.0 class 1)

Optional SiRFstarlV™ GPS

Optional Gobi™ mobile broadband

Intel® vPro™ Technology
TPM 1.2

Fingerprint scanner
Smart card reader
Kensington lock

AC adapter (90W, 100-240VAC, 50 / 60Hz)

Li-lon smart battery (10.8V, 8700mAh) V'

Optional Multimedia Bay 2nd Li-lon smart battery (10.8V,
8700mAh)

410 %290 x 65mm (16.1 x 11.4 x 2.5)
52kg (11.41bs) V!

MIL-STD-810G certified and IP65 certified
MIL-STD-461F certified '*
Optional ANSI/ISA 12.12.01
Full magnesium alloy case
Shock-protected removable HDD
Vibration & drop resistant
Temperature*:
- Operating: -20°C to 55°C/-4°F to 131°F
- Storage: -40°C to 71°C / -40°F to 160°F
Humidity:
-95% RH , non-condensing

X500

Server . =

[

Windows Server 2012
Windows 7 Professional

Intel® Core™ i7 vPro™ Technology

- Intel® Core™ i7-4800MQ vPro™ Processor 2.7GHz, Max
3.7GHz, with Intel® Turbo Boost Technology

-6MB L3 Intel® Smart Cache

- Mobile Intel® QM87 Express chipset

NVIDIA® GeForce® 745M 2GB discrete graphic controller

15.6" TFT LCD FHD (1920 x 1080)
800 nits QuadraClear® sunlight readable display

32GB DDR3
SATA HDD 500GB )
Disk management : RAIDO,RAID 1 !

LED backlit membrane keyboard with integrated numeric
keypad
Optional LED backlit rubber keyboard

Touchpad
- Glide touchpad with scroll bar

PCMCIA Type Il x 1
ExpressCard/54 x 1
Smart card reader x 1
SD Card Reader x 1

2nd storage: HDD 500GB
Optional 2nd battery "'

Serial port (9-pin; D-sub) x 2
External VGA (15
Microphone (Mini-jack) x 1
Audio output (Mini-jack) x 1
DCinJackx 1

USB 3.0 (9-pin) x 2

USB 2.0 (4-pin) x 1

USB 2.0 /eSATA Combo x 1
LAN (RJ45) x 2

IEEE 1394a x 1

HDMIx 1

10/100/1000 base-T Ethernet

Intel® Dual Band Wireless-AC 7260; 802.11 ac
Optional SiRFstarlV™ GPS

Optional Gobi™ mobile broadband

Intel® vPro™ Technology
TPM 1.2

Fingerprint scanner
Smart card reader
Kensington lock

AC adapter (150W, 100-240VAC, 50 / 60Hz)

Li-lon smart battery (10.8V, 8700mAh) V!

Optional Multimedia Bay 2nd Li-lon smart battery (10.8V,
8700mAh) "

410%290x65 mm (16.1"x 11.4"x2.5"), 5.2kg (114 1bs) vii
410x290x 119 mm (16.1x 114x46") Vil 86kg (1891bs) Vi

MIL-STD-810G certified and IP65 certified
Full magnesium alloy case
Shock-protected removable HDD
Vibration & drop resistant
Temperature®:

- Operating: -20°C to 45°C/-4°F to 113°F

- Storage: -40°C to 71°C/-60°F to 160°F
Humidity:

-95% RH , non-condensing

Vi Weight varies from configurations and optional accessories.

replaced by a Getac service provider, Battery life and charge cycles vary by use and settings.

Vi Battery life testing conducted under Mobile Mark 2007/ BatteryMark 4.0.1. Battery performance will vary upon vii  Dimension measured with expansion unit.
software applications, wireless settings, power management settings, LCD brightness, customized modules and ix  MIL-STD-461F 90W AC adapter sold separately.
environmental conditions. The battery has a limited number of charge cycles and may eventually need to be x  Tested by a global independent third party test lab following MIL-STD-810G

BUILT TO SURVIVE™

Rugged certification testing
certified by independent
international third-party
laboratories.

The ability to withstand extreme
environments — hot or cold.

Protection against drops,severe
vibration and tumbling.

Heat dissipation that allows the
processor to stay cooler and
consistently perform near full
power.

Lightweight magnesium alumi
num alloy chassis and elasto
mer-armored design for full
protection.

INDUSTRY’S BEST WARRANTY

Only Getac offers standard industry best 3-year
or 5-year warranties that cover major system
components on our fully rugged computers,
tablet and handhelds.




Getac

www.getacturkiye.com

Mobit Bilisim A.S.

moblt Cetac Tiirkiye Resmi ithalatgisi ve Distribiitérii
. www.mobit.com.tr
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Operating System

Mobile Computing Platform

VGA Controller

Display

Storage & Memory

Keyboard

Pointing Device

Expansion Slot

1/0 Interface

Communication Interface

Dimension (W x D x H) & Weight

Rugged Feature

Accessories

Z710

Android 4.1

OMAP 4430 Dual Core 1 GHz

7.0" TFT LCD WSVGA (1024 x 600);
LumiBond® display with Getac sunlight readable technology
Capacitive touchscreen with glove on

1GB MDDR
16GB NAND flash

Micro SDHC (up to 32GB)

USB (client 2.0) x 1

USB (Host 2.0) x 1

Microphone x 1

Speakerx 1

DCinJackx 1

Docking connector (30-pin) x 1

Optional 3.5G WWAN (HSPA+/UMTS/EDGE/GPRS/GSM) for
data and voice communication

802.11 b/g/n

Bluetooth (v2.1+EDR class 2)

SiRFstarlV™ GPS (with internal antenna)

RF antenna pass-through for GPS and WWAN

AC charger (24W; 12V/2A, 100-240VAC; 50 / 60 Hz)
Lithium-Polymer smart battery (3.7V, 7600mAh) (up to 10
hours of battery life)

Charging time: Sleep mode, approx. 6 Hrs.

21.8x14.2x 2.7 cm (8.58" x 5.6" x 1.06")
8009 (1.77 Ibs) V!

MIL-STD-810G and IP65 certified
Optional ANSI/ISA 12.12.01
Vibration resistant
Drop resistant (26 drops from 1.82m / 6ft)
Temperature:
- Operating: -20°C to 50°C / -4°F to 122°F
- Storage: -40°C to 71°C/ -40°F to 158°F
Humidity:
-95% RH, non-condensing

AC charger

Quick start guide
Capacitive stylus and tether
Wrist strap

Hand strap

Z710-
Ex

Android 4.1

OMAP 4430 Dual Core 1 GHz

7.0" TFT LCD WSVGA (1024 x 600);
LumiBond?® display with Getac sunlight readable
technology Capacitive touchscreen with glove on

1GB MDDR
16GB NAND flash

Micro SDHC (up to 32GB)

USB (client 2.0)x 1 "

USB (Host 2.0)x 1 I

Microphone x 1

Speakerx1

DCinJackx 1"
Docking connector (30-pin) x 1 '

Optional 3.5G WWAN (HSPA+/UMTS/EDGE/GPRS/GSM) for
data and voice communication

802.11 b/g/n

Bluetooth (v2.1+EDR class 2)

SiRFstarlv™ GPS (with internal antenna)

AC charger (24W; 12V/2A, 100-240VAC; 50 / 60 Hz)
Lithium-Polymer smart battery (3.7V, 7600mAh) (up to 10
hours of battery life)

Charging time: Sleep mode, approx. 6 Hrs.

21.8x14.2x 2.7 cm (8.58" x 5.6" x 1.06")
8009 (1.77 Ibs) V"'

MIL-STD-810G and IP65 certified
Optional ANSI/ISA 12.12.01
Vibration resistant
Drop resistant (26 drops from 1.82m / 6ft)
ATEX Zone 2/22
113G Exic ICT5 Ge
113D Ex ic IlIBT100°C Dc
Temperature:
- Operating: -20°C to 50°C / -4°F to 122°F
- Storage: -40°C to 71°C / -40°F to 158°F
Humidity:
-95% RH, non-condensing
AC charger "'
Quick start guide
Capacitive stylus and tether
Wrist strap
Hand strap
ATEX rubber I/O cover * _
ATEX safety precautions manual *'

Barcode reader, Serial, Ethernet,USB2.0 port and MicroSD port are mutually exclusive options.

All SnapBack add-ons are mutually exclusive options.

USB, DC in Jack, Docking connector and AC charger cannot be operating in hazardous area.
Bluetooth performance and connectable distance may be subject to interference with the environments and performance on client
devices, users may be able to reduce effects of interference by minimizing the number of active Bluetooth wireless devices that is

operating in the area.

Battery performance will vary with software applications, wireless settings, power management settings, LCD brightness, customized
modules and environmental conditions. Battery life and charge cycles vary by use and settings.

1800

Windows 7 Professional
Windows 8 Professional

Intel® Pentium® Processor N3530 2.16 GHz, burst up to
2.58 GHz
-2M Cache

Intel® HD Graphics

8.1" TFT LCD HD (1280 x 800)
600 nits LumiBond® display with Getac sunlight readable
technology

4GB DDR3L
SSD 64GB / 128GB

6 tablet buttons (Windows, Power, Function Key, Camera
Capture/ Barcode Reader Trigger, Volume Up, Volume Down)

Touchscreen

- Capacitive multi-touch screen

- Optional dual mode touchscreen (multi-touch and
digitizer)

Optional 1D/2D imager barcode reader, Serial port, MicroSD
or Ethernet!

Optional SnapBack add-on: Smart card and contactless RFID
reader comb'! -
Optional SnapBack add-on: 2nd expanded battery '
Optional SnapBack add-on: Smart card and Magnetic Stripe
reader''

HD webcam x 1

5M pixels auto focus rear camera x 1

USB 3.0 (9-pin) x 1

Headphone out/Mic-in Combo x 1

DCinJackx 1

Micro HDMI x 1

Docking connector (24-pin) x 1

Optional RF antenna pass-through for GPS, WWAN and
WLAN

Optional 10/100/1000 base-T Ethernet (occupies expansion slot)
Intel® Dual Band Wireless-AC 7260, 802.11ac

Bluetooth (v4.0 class 1)

Optional dedicated GPS

Optional Gobi™ mobile broadband

AC adapter (65W, 100-240VAC, 50 / 60Hz)

Li-lon battery (7.4V, 4200mAh) (up to 8 hours of battery life) vi

LifeSupport™ battery swappable technology (only with
SnapBack 2nd expanded battery)

227 x 151 x 24 mm (8.93" x 5.94" x 0.94")
0.88kg (1.94 1bs) V!

MIL-STD-810G certified and IP65 certified
6 feet drop resistant
Optional ANSI/ISA 12.12.01
Vibration & drop resistant
e-Mark certified for vehicle usage
Temperature':
- Operating: -21°C to 50°C / -5.8°F to 122°F
- Storage: -40°C to 71°C/ -40°F to 160°F
Humidity:
-95% RH, non-condensing

Carry bag

Battery charger

Main battery (7.4V, 4200mAh)

2nd expanded battery (14.4V, 2100 mAh)
AC adapter (65W, 100-240VAC)

Vehicle adapter (90W, 11-16V DC and 22-32V DC)
Capacitive stylus & tether

Digitizer pen

Shoulder strap (2-point)

Hand-strap

Wrist-strap

Protection film

Vehicle dock

Office dock

Windows 7 Professional
Windows 8 Professional

lintel® Core™i7/i7 vPro™ Technology

- Intel® Core™ i7-5500U/optional i7-5600U vPro™
Processor 2.4GHz/2.6Gz

Max. 3GHz/3.2Gz with Intel® Turbo Boost Technology
-4MB L3 Intel® Smart Cache

Intel® Core™ i5/i5 vPro™ Technology

- Intel® Core™ i5-5200U/Optional i5-5300U vPro™
Processor 2.2GHz/2.3GHz

Max. 2.7GHz/2.9GHz with Intel® Turbo Boost Technology
-3MB L3 Intel® Smart Cache

Intel® HD Graphics 5500

11.6" TFT LCD HD (1366 x 768)

800 nits LumiBond® display with Getac sunlight readable
technology

Capacitive multi-touch screen

4GB DDR3L expandable to 8GB
SSD 128GB / 256GB

6 tablet buttons (Windows, Power, Function Key, Camera
Capture/ Barcode Reader Trigger, Volume Up, Volume Down)

Touchscreen
- Capacitive multi-touch screen
- Optional dual mode touchscreen (multi-touch and digitizer)

Optional 1D/2D imager barcode reader,or Serial port,or
Ethernet,or MicroSD !

HD webcam x 1

8M pixels auto focus rear camera x 1

Headphone out / mic-in combo x 1

DCinJackx 1

USB 3.0 (9-pin) x 1

Docking connector (24-pin) x 1

HDMIx 1

Optional RF antenna pass-through for GPS, WLAN and
WWAN

(?ptional 10/100/1000 base-T Etherneti (occupies expansion
slot)

Intel® Dual Band Wireless-AC 7265, 802.11ac
Bluetooth (v4.0 class 1) 'V

Optional dedicated GPS

Optional Gobi™ mobile broadband

AC adapter (65W, 100-240VAC, 50 / 60Hz)

Li-lon smart battery (11.4V, 2160mAh) x 2 (up to 12 hours of
battery life)"!

LifeSupport™ battery swappable technology

314x207 x 24.5 mm (12.4"x 8.15" x 0.96"),
1.39kg (3.08 Ibs) V!

MIL-STD-810G certified and IP65 certified
MIL-STD-461F certified "
Optional ANSI/ISA 12.12.01
Vibration & drop resistant
e-Mark certified for vehicle usage
Temperature™:
- Operating: -21°C to 60°C / -5.8°F to 140°F
- Storage: -40°C to 71°C / -40°F to 160°F
Humidity:
-95% RH , non-condensing

Carry bag

Battery charger

Vehicle adapter (90W, 11-16VDC and 22-32VDC)
MIL-STD-461F certified AC adapter (90W, 100-240VAC)
Digitizer pen

Capacitive stylus

Protection film

Tablet folio case

Hand-strap

Shoulder harness (4-point; handsfree)

Shoulder strap (2-point)

Battery (11.4V, 2160mAh)

AC adapter (65W, 100-240VAC)

Vehicle dock

Office dock

Vi Battery life testing conducted under MobileMark 2007. Battery performance will vary upon software applications, wireless settings,
power management settings, LCD brightness, customized modules and environmental conditions. The battery has a limited number of
charge cycles and may eventually need to be replaced by a Getac service provider. Battery life and charge cycles vary by use and settings.

vii Weight varies from configurations and optional accessories.
viii MIL-STD-461F 90W AC adapter sold separately.

ix Tested by a global independent third party test lab following MIL-STD-810G.

X The accessories must be used with Z710-Ex in potentially explosive atmospheres to ensure safety.

i Read the safety precautions carefully before operating the device.

Operating System

Mobile Computing Platform

Display

Storage & Memory

Keypad

Expansion Slot

I/0 Interface

Communication Interface

Software

Dimension (W x D x H) &
Weight

Field Service Feature

GPS Sensor Specification

Rugged Features

Alphanumeric Data Entry

Inbox Accessory

Windows Embedded Handheld 6.5 Professional
Windows Embedded Handheld 6.5 Classic

TIAM3715 1GHz

3.5" TFT LCD VGA (480 x 640)
600 nits QuadraClear® sunlight readable display
Pressure sensitive touchscreen

512MB MDDR
256MB and 8GB NAND flash

Phone numeric keypad

FlexiConn™
Micro SDHC (up to 32GB)

Serial port (9-pin; D-sub) x 1

USB OTG (client 2.0 and host 2.0; 5-pin; type Mini AB) x 1
Microphone x 1

Speakerx 1

DCinJackx 1

Docking connector (4-pin) x 1

Optional 3.5G WWAN (HSPA+/UMTS/EDGE/GPRS/GSM) for
data and voice communication

802.11 b/g/n

Bluetooth (v2.1+EDR class 2)

GPS (with internal antenna)

Microsoft Internet Explorer Mobile®
Windows® Office Mobile 2010
Windows® Office Outlook Mobile
Windows® Media Player Mobile
Microsoft ActiveSync 4.5 for data sync

AC charger (24W; 12V/2A, 100-240VAC; 50 / 60 Hz)
Li-lon smart battery (3.7V, 5600mAh) (up to 12 hours of
battery life)"

Charging time: Sleep mode, approx. 3.5 Hrs.
LifeSupport™ battery swappable technology "
89x3x17.8cm (3.5"x1.18"x7.01"),

530 g (18.69 0z) without 3G module '

GPS: SiRFstarlv™ v

5M pixels auto focus camera with LED light

E-compass

Altimeter

Optional 13.56MHz RFID and contactless smart card reader
(1SO 15693 and 14443 A/B compliant)

Chipset: SiRFstarlvV™
Receiver Type: L1 (C/A)
Channels: 48 channels all-in-view tracking
Update Rate: 1 Hz
Horizontal Accuracy:
i) Autonomous: 2.5 m /8.2 ft
ii) DGPSvi: 2.0 m / 6.56 ft
Cold Start Time: 35 sec average
Hot Start Time: 1 sec average
Reacquisition: 0.1 sec average

MIL-STD-810G and IP68 certified
Vibration resistant
Drop resistant (26 drops from 1.82m / 6ft)
Tumbling resistant (1,000 cycles; 0.5 m /1.6 ft)
Temperature:

- Operating: -30°C to 60°C / -22°F to 140°F

- Storage: -40°C to 70°C / -40°F to 158°F
Humidity:

-95% RH , non-condensing

Soft input panel (SIP) on screen keyboard
Transcribe handwriting recognition
Phone numeric keypad

Nuance XT9° Soft input panel (SIP)

AC charger

USB cable

Hand strap
Quick start guide
Battery

Stylus

Stylus tether

PS336-Ex

Windows Embedded Handheld 6.5 Professional
Windows Embedded Handheld 6.5 Classic

TIAM3715 1GHz

3.5" TFT LCD VGA (480 x 640)
600 nits QuadraClear® sunlight readable display
Pressure sensitive touchscreen

512MB MDDR
256MB and 8GB NAND flash

Phone numeric keypad

FlexiConn™
Micro SDHC (up to 32GB)

Serial port (9-pin; D-sub) x 1 | )
USB OTG (client 2.0 and host 2.0; 5-pin; type Mini AB)x 1 !
Microphone x 1

Speakerx1

DCinJackx1' _

Docking connector (4-pin) x 1 !

Optional 3.5G WWAN (HSPA+/UMTS/EDGE/GPRS/GSM) for
data and voice communication

802.11 b/g/n

Bluetooth (v2.1+EDR class 2)

GPS (with internal antenna)

Microsoft Internet Explorer Mobile®
Windows® Office Mobile 2010
Windows® Office Outlook Mobile
Windows® Media Player Mobile
Microsoft ActiveSync 4.5 for data sync

AC charger (24W; 12V/2A, 100-240VAC; 50 / 60 Hz)
Li-lon smart battery (3.7V, 5600mAh) (up to 12 hours of
battery life)""

Charging time: Sleep mode, approx. 3.5 Hrs.
LifeSupport™ battery swappable technology "'
89x3x17.8cm(3.5"x 1.18"x7.01"),

530 g (18.69 0z) without 3G module 'V

GPS: SiRFstarlv™ V

5M pixels auto focus camera with LED light

E-compass

Altimeter

Optional 13.56MHz RFID and contactless smart card reader
(ISO 15693 and 14443 A/B compliant)

Chipset: SiRFstarlV™
Receiver Type: L1 (C/A)
Channels: 48 channels all-in-view tracking
Update Rate: 1 Hz
Horizontal Accuracy:
i) Autonomous: 2.5 m /8.2 ft
ii) DGPSvi: 2.0 m / 6.56 ft
Cold Start Time: 35 sec average
Hot Start Time: 1 sec average
Reacquisition: 0.1 sec average

MIL-STD-810G and IP68 certified
Vibration resistant
Drop resistant (26 drops from 1.82m / 6ft)
Tumbling resistant (1,000 cycles; 0.5 m /1.6 ft)
ATEX Zone 2/22
113G Exic ICT4 G
113D Ex ic 1B T130°C Dc
Temperature:
- Operating: -10°C to 60°C / 13.9°F to 140°F
- Storage: -40°C to 70°C /-40°F to 158°F
Humidity:
-95% RH , non-condensing
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ATEX leather hand strap

ATEX rubber 1/0 coverv .
ATEX safety precautions manual !

i Serial port, USB, DC in Jack, Docking connector and AC charger cannot be operating in hazardous area.
i Battery performance will vary with software applications, wireless settings, power management settings, LCD brightness,

I modules and

\tal conditions. Battery life and charge cycles vary by use and settings.

i The system will stay operating (within 120 seconds in standby mode) when user swaps the battery.

iv  Weight varies from configurations and optional accessories.

v The accessories must be used with PS336-E in potentially explosive atmospheres to ensure safety.

Vi Read the safety precautions carefully before operating the device.



